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Please note
	− All measurements are in millimetres.  
	− Always use the actual product to verify cutout.
	− Use silicone sealant. Do not use epoxy type adhesives.
	− Specifications may vary without notice as part of our continuous improvement practices.
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Tilos 45 litre ‘Standard’ laundry unit 
•  Stainless steel sink 
•  White powder-coated metal cabinet

The Tilos laundry units offer a simple, practical option for the laundry.

	− Freestanding units
	− Powder coated metal cabinet and 304 grade stainless steel sink
	− Stainless steel designer basket waste
	− Rinse bypass kit included
	− Removable panel on each side of cabinet for hose access
	− Reversible door
	− Cabinet has white laminate floor
	− 42 mm hole on left and right at rear of sink (caps supplied)
	− 25 mm lip at rear of trough (designed to be tiled over)
	− Height adjustable feet

Order codes
191712	 Tilos 600, no overflow
191714	 Tilos 600, with overflow kit

Product details
SUMMARY	 One bowl, metal cabinet, one door
TAPHOLES	 42mm taphole on left + right at rear of tub
WASTE	 Includes basket waste
BYPASS	 Includes bypass kit
OVERFLOW	 Optional overflow version includes overflow and bypass
FLOOR	 Cabinet is fitted with white laminate MDF floor
DOOR	 Reversible door can be fitted to open to left or right
FEET 	 Height adjustable feet accommodate varying floor levels and 

elevate cabinet away from floor moisture
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